












ACCESSORIES
BakerCorp offers a variety of accessories
including:

• Secondary containment berms

• Road Crossings

• Generators

• Fuel Tanks

• Spill Guards

• Auto-Start Options

Ideal Usage

Benefit

PERFORMANCE

Suction Size

Discharge Size

Max Flow Range

Suction Lift

Max Shut Off 
Head Range

Max Solids Size

Max Operating Temp

Fuel

Run Time per Full Tank

Fuel Capacity

Operating Speed

GENERAL INFORMATION

Weight

Standard Mount

Prime Mover

Casing Material

Seal Type

Safety Features

PUMPS
High Pressure

Industrial water blasting,
pipeline pigging, irrigation,
standby fire protection,
environmental cleanups.

Produces enough pressure to
eliminate multiple pumps.
Operates in flooded conditions.
Unattended operation.

4" – 10"

3" – 8"

800 gpm – 5,200 gpm

Up to 28'

285' – 490'

1/2" – 3.35"

150º F – 175º F

No. 2 Diesel

8 – 24 hours

60 gallons – 235 gallons

1,000 rpm – 2,400 rpm

3,300 lbs – 7,900 lbs

Trailer or skid

Diesel engine and electric motor

Cast iron and stainless steel

Silicon carbide and tungsten
carbide

Coupling guards; high water
temperature and low oil
pressure shutdowns on diesel
engines.

Self Priming

Refineries, chemical facilities,
wastewater treatment plants,
construction site dewatering.

Low maintenance. Easy access
with large cleanout port.
Emergency shutdown features.

3" – 6"

3" – 6"

450 gpm – 1,700 gpm

Up to 28'

112' – 171'

Up to 3"

Up to 160º F

No. 2 Diesel

Typically 24 hrs. Call for details.

50 gallons – 88 gallons

1,000 rpm – 2,200 rpm

2,000 lbs – 3,900 lbs

Trailer or skid

Diesel engine and electric motor

Cast iron

Tungsten/tungsten or
silicon/silicon

Coupling guards; high water
temperature and low oil
pressure shutdowns on diesel
engines.

Priming Assisted

Construction site dewatering,
sewer bypass, tank cleaning,
flood management, municipal
projects.

Can operate in flooded
conditions and pull a suction
lift. Fully automatic priming.
Dry-run capability.

4" – 12"

3" – 12"

300 gpm – 6,000 gpm

Up to 28'

90' – 490'

Up to 3.35"

150º F – 190º F

No. 2 Diesel

Typically 24 hrs. Call for details.

30 gallons – 171 gallons

1,000 rpm – 2,400 rpm

2,050 lbs – 7,900 lbs

Trailer or skid

Diesel engine and electric motor

Ductile iron, cast iron and 316
stainless steel

Silicon carbide/silicon carbide or
silicon carbide/tungsten carbide

Coupling guards; high water
temperature and low oil
pressure shutdowns on diesel
engines.

Electric

Construction and industrial
applications of all types where
diesel engines are not allowed
or are impractical.

Clean and quiet operation.
Refueling is not required.

3" – 10"

3" – 8"

Up to 5,200 gpm

Up to 28'

Up to 480'

Up to 3.35"

Up to 160°F

Electric; 115/230/460 volts 

N/A

N/A

Typically 1,800 rpm

Less than diesel counterparts

Skid

Typically open drip proof motors

Ductile iron or cast iron

Silicon carbide and tungsten
carbide

Coupling guards. Circuit
breakers and overload
protection in NEMA 3R
enclosures.
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PIPE, HOSE AND FITTINGS 
BakerCorp inventories a complete range of pipe, hose and fittings in various
diameters to handle any required flow capacity, including high-pressure
pumping. BakerCorp can exceed the requirements for any application.

ALL TYPES OF PIPE AND HOSE
• Steel

• Aluminum 

• Industrial groove

HDPE FOR HIGH PRESSURE
AND FLOW
• Up to 30" diameter

• Fusion machines

MULTIPLE END CONNECTORS
• Bauer

• Quick disconnect

• Camlock

• Flanged 

Air Diaphragm

Sludge and slurries, flood control
and dewatering situations asso-
ciated with refineries. Applications
where compressed air is available.

Light and portable. Adjustable
flow rates. Non-stall air valves.
Easy to use. Flexible. Reduces
down time.

1"– 3"

1"– 3"

40 gpm – 250 gpm

Up to 24'

Up to 230'

1/4" – 2"

212º F

Compressed air

N/A

N/A

N/A

79 lbs – 379 lbs

Skid or roll cage

Air operated reciprocating
diaphragms

Aluminum, stainless steel, and
polypropylene

N/A

No fuel handling required.
No electrical hook-ups required.

Utility

Construction site dewatering,
product transfer, emergency
standby, sewage transfer,
irrigation and farm use.

Light and portable. Easy access
to pump. Economical,
maintenance-free, self-lube
mechanical seal.

2" – 3", NPT

2" – 3", NPT

225 gpm – 425 gpm

Up to 20'

Up to 98'

Up to 1 1/2"

150º F

Gasoline

Two hours

1 gallon – 1.5 gallons

2,000 rpm – 3,600 rpm

90 lbs – 150 lbs

Roll cage

Gasoline engine

Aluminum

Silicon carbide; grease lubricated

Auto shutdown on low oil level.
Roll cage.

Hydraulic Submersible

High-suction lift applications
such as sewer bypass jobs.
Dewatering of mines, quarries
and gravel pits.

No suction line limitations.
Unattended operation.
Submerged pump head. Variable
speed. No electrical requirements.

—

4" – 6"

Up to 1,750 gpm

N/A

65' – 130'

Up to 4"

150º F – 190º F

No. 2 Diesel (for the hydraulic 
power unit)

24 hours

50 gallons – 112 gallons

1200 rpm – 2200 rpm 
(engine speed)

135 lbs – 420 lbs (pump head)

HPU’s are trailer mounted

Diesel engine/Hydraulic fluid

Cast iron or carbon steel

Tungsten/tungsten or carbon/
Ni-hard steel

High water temperature and
low oil pressure shutdowns on
diesel engines. Hydraulic system
overpressure protection.

Sound Attenuated

Sewer bypass projects in
residential areas. “Quiet
Zones” such as hospitals or
retail commercial areas.

Sound enclosures significantly
reduce noise. Tested to meet
CPB standards.

4" – 8"

4" – 8"

150 gpm – 2600 gpm

Up to 28' 

Up to 195'

3"

160º F

No. 2 Diesel

Typically 24 hours

90 gallons

1,400 rpm – 2,100 rpm

4,100 lbs – 5,800 lbs

Skid or trailer

Diesel engine

Cast iron or ductile iron

Silicon carbide and tungsten
carbide

Coupling guards; high water
temperature and low oil pressure
shutdowns on diesel engines;
110% fuel tank containment.

Electric Submersible

Removing water and handling
solids up to 3.15" when electric
power source is available.

Around-the-clock unattended
operation. User friendly. Quiet
operation. Lower labor costs.

—

3" – 10"

100 gpm – 5,000 gpm

N/A

Up to 375'

3/8" – 4" 

100º F – 120º F

Electric; 115/230/460 volts 

N/A

N/A

Typically 1,800 rpm or 3,600 rpm

30 lbs – 1,500 lbs

N/A

Electric motor

Cast iron, aluminum and
stainless steel

Tandem, oil lubricated

Circuit breaker and motor
overload protection in NEMA 3R
enclosures.



Odor Control

Sewer bypass and other
temporary odor control projects.
SCAQMD approved.

Adjustable flow range. Variable
frequency drive. Sound
attenuation. Inlet/outlet sample
ports. Simple operation. Meets
local regulations.

10,000 cfm

2 psi

150° F

Odor removal

4,000 – 8,000 lbs

Approx 14'

8 0"

Approx 16'

Contact BakerCorp.

Specialty media

Filter vessel is epoxy-lined carbon
steel with stainless-steel screen.

N/A

Steel/Aluminum Sheeting

Where sheeting is required to
block voids or support soil
behind shoring.

Works in combination with
other shoring systems to achieve
maximum protection.

N/A

8 to 20 feet

Slide Rail Systems

Lift stations, wet wells,
manholes, sewer, deep
excavation work.

Push and dig system to reduce
soil loss. Ideal for deep
applications where sheet pile is
not an option.

3 to 30 feet

8 to 32 feet

SPECIALTY MEDIA TO HANDLE ANY JOB 

WASTE MANAGEMENT SERVICES
BakerCorp is your single source for pollution management.
Our OSHA- trained technicians, hazardous transportation
network, hazardous and non-hazardous recycling facilities
and fully permitted incineration facilities provide you with

peace of mind while meeting regulatory compliance for any type of waste
stream you may encounter—contaminated soil and water, contaminated
debris, and industrial waste.

QUALITY ASSURANCE PROGRAM
BakerCorp has a rigorous maintenance program patterned after ISO 9000
certification guidelines. This QMS program is exclusive to BakerCorp. It ensures
each and every one of our filtration units is inspected and of the highest quality
each time it’s ready for use by a customer. 

FILTRATION
Duplex Cartridge

Construction, environmental
and industrial applications.

Portability. Flange-to-flange
connections. Continuous
operation even during
maintenance or filter changes.
Reduced mobilization costs.

800 gpm

150 psi

400º F max

Down to 0.5 micron

N/A

8' 5" overall

7' 0"

15' 0"

2,000 lbs

40" long replaceable cartridges

304 stainless-steel housings;
PVC pipe.

Combination bag/cartridge
units are available.

Ideal Usage

Benefit

PERFORMANCE

Capacity

Pressure

Temperature

Filtration

Media Weight Range

Height Range

Width/Diameter Range

Length Range

Equipment Weight Range

FEATURES

Type of Media Used

Material of Construction

Options

VISIT www.bakercorp.com FOR ADDITIONAL SPECIFICATIONS. CALL YOUR LOCAL BRANCH FOR PRODUCT AVAILABILITY. 1-800-BAKER 12

Ideal Usage

Benefit

Excavation Width

Excavation Depth

SHORING

Duplex Bag

Industrial and commercial
process fluids, urban runoff,
groundwater discharge from
construction sites or stormwater.

Coarse filtration in a portable
unit. Low or moderate flow
particulate removal. Quick
installation. Meets municipal
requirements for nationwide use.

50 gpm – 200 gpm per clean
filter

150 psi

w/ PVC Pipe: 140° F;
w/ Steel Pipe: 225° F

Down to 1.0 micron

N/A

5' 0" – 12' 0"

3' 8" – 4' 9"

4' 8" – 5' 8"

550 lbs – 900 lbs (approx)

Filter bags, size #2.

Carbon-steel and 304 stainless-
steel vessels.

Combination bag/cartridge units
are available.

Specialty Media

Environmental and industrial
contaminant removal, liquid and
vapor phase.

Skid mounted for portability.
Backwashing capabilities.
Influent/effluent gauges and
sample ports.

Liquid: 10 gpm – 1000 gpm;
Vapor: 120 cfm – 20,000 cfm

Liquid: 0 psi – 75 psi;
Vapor: 0 psi – 75 psi

Liquid: Ambient to 150° F;
Vapor: Ambient to 150° F

Down to non-detect levels

Liquid: 100 lbs – 20,000 lbs;
Vapor: 100 lbs – 20,000 lbs

Liquid: 30" – 190";
Vapor: 30" – 168"

19" – 120"

Skid units available. Call for details.

45 lbs up. Contact BakerCorp.

Granular-activated carbon, ion
exchange resin, zeolite, organoclay.

Carbon steel with epoxy coating
on interior surfaces. Some models
available in polyethylene.

Vapor-phase units available in
deep-bed and radial-flow design.

Aluminum Hydraulic Shoring

Lightweight shoring system can
be installed by hand or with
small machinery in tight spaces.

Portable, easily deployed safety
system when crossing utilities
are present or where large
equipment cannot operate.

22 inches up to 12 feet

4 to 10 feet

Steel Trench Shields

Pipeline, sewer, horizontal
drilling/boring, repairs.

Heavy-duty steel construction
for maximum safety and
durability.

2 to 20 feet

4 to 20 feet

Aluminum Modular Shields

Manhole installations, wet
wells, tie-ins, repairs.

The modular system allows for
tremendous flexibility in
possible configurations.

3 to 12 feet

4 to 16 feet

Activated Carbon—Granular, pelletized
and powdered media to remove organic
contaminants from vapor and liquid streams.

Impregnated Media—Effective removal
of inorganic contaminants using activated
carbon and zeolite based media.
Impregnated with chemical reagents.

Ion Exchange Resins—Synthetically
manufactured to carry an ionic charge,
either positive or negative, ion exchange
resins are an effective solution to highly
complex applications such as perchlorate
and dissolved metals removal.

Metals Removal Media—Specialty
media to remove arsenic and other heavy
metals.

Oil Removal Media—Specifically 
manufactured to remove oil and heavy
organics from water. This media acts as a
cost-effective prefilter for carbon adsorbers.

COMPETENT PERSON AND 
TRENCH RESCUE TRAINING
Few others in the industry can offer the depth of
expertise in trench shoring as BakerCorp. To that end,
we provide the valuable services of competent person
training, safety awareness, and trench rescue training
at the operations and technician levels to our
customers. These classes include essential information

for both the excavating contractor and rescue professional, from excavation
standards to requirements for protective systems, soil classification, installation
and how to handle an an entrapment as well as an OSHA inspection. 

10K Filtration System

Construction, environmental
and industrial liquid phase
contaminant removal.

Skid mounted & fully assembled
for rapid delivery & set up,
plumbed for lead/lag operation,
ASME Code vessels with
stainless steel internals.

Up to 600 gpm in series or
1200 gpm in parallel

100 psi ASME Code Stamped

150° F

Down to non-detect levels

10,000 – 20,000 lbs per vessel
depending on media type

10'6" (overall)

8’0" (skid), 96" (each vessel)

25'

20,000 lbs

Granular-activated carbon, ion
exchange resin, zeolite, organoclay.

Lined carbon steel vessels with
stainless steel internals.

Lead/Lag operation with
backwash capability.

Sand

Construction, environmental and
industrial sediment removal.

Fully automated. Anti-siphon
valves. Easy-to-read gauges.
Tool-free plumbing connections.
User-friendly. Energy efficient.
Lower labor costs.

74 gpm – 954 gpm (max normal
flow range), depending on model

80 psi – 100 psi depending on
model

Limit to ambient. Consult
BakerCorp if temp exceeds 100º

Down to 25 microns

1,800 lbs – 14,500 lbs

6' 3" – 7' 7"

3' 10" – 5' 0"

10' – 21' 3"

1,750 lbs – 6,400 lbs

Silica, sand, gravel

Carbon-steel vessels with epoxy
interior coating.

Two-, three- and four-pod
models are available.



3020 Old Ranch Parkway, Suite 220
Seal Beach, California 90740

1-800-BAKER 12
1-562-430-4865 Fax

www.bakercorp.com

REV. 07/08


