GENERAL INFORMATION
This filter provides unsurpassed performance because it separates dense solids prior to cartridge filtration due to the tangential entry, has increased dirt holding capacity and reduced maintenance costs. Components include outer chamber for particle separation, inner chamber for cartridge filtration and built-in drain for purge, if required.

WEIGHTS AND MEASURES

- Capacity: 525 gpm normal; 750 gpm maximum
- Pressure Rating: 200 psig maximum
- Design Temp: Up to 140°F
- Height: 6'-2" [Bottom of feet to top of lid handwheel] [Note: 98-1/2" is the cartridge element service height requirement]
- Vessel Diameter: 2'-6"
- Bolt Circle (feet): 37.5" diameter
- Weight: 1,100 lbs. dry
  2,284 lbs wet (full of water)
- Floor Load: Approx. 20 psi at feet [wet condition]
- Vessel Volume: 142 gallons

FILTER DESIGN
- Filter Housing: 304 Stainless steel (ASTM A-240)
- Closure Gasket: EPDM O-ring
- Inlet & Outlet: Four-inch 150# flanges
- Cartridges: Pleated polyester; 30-3/4" long x 7-3/4" o.d.; five total required; 850 ft² of media surface. Allowable pH range is 3 – 11. [Micron ratings of 0.35 - 150 available]
- Top Vent: ½" female NPT coupling; class 1000
- Drain Connections: One bottom and one side wall, 1-1/2" female couplings; class 1000
- Gage Ports: ¼" female NPT class 1000 couplings on inlet and outlet nozzles.

SURFACE DETAILS
- Exterior Surface: Electro-polish finish

TESTS / CERTIFICATIONS
- Tests Performed: Scheduled QMS inspections

Estimated Clean Water Pressure Drop

To the best of our knowledge the technical data contained herein are true and accurate at the date of issuance and are subject to change without prior notice. No guarantee of accuracy is given or implied because variations can and do exist. NO WARRANTY OR GUARANTEE OF ANY KIND IS MADE BY BAKERCORP, EITHER EXPRESSED OR IMPLIED.

3020 Old Ranch Parkway • Suite 220 • Seal Beach, CA • 562-430-6262